
Part Number: HD-FLH-9-CHIN

Description: Chin Spoiler 

Fitment: 2009-2010 Harley-Davidson Touring Models

Revision: 1

Tools Required Parts List
T45 Torx Wrench
9/16” Combination Wrench
9/64” Allen Wrench

1  A01117  Right side mounting bracket
1  A01118  Left side mounting bracket
1  A01119  Top mounting bracket
3  1/4” x 20 x 1”  Allen bolts
3  1/4”  Chrome flat washers
1  3/8” x 3/4”  Hex head bolt
1  3/8”  Lock Washer
1  3/8”  Flat washer

NOTE: We recommend the use of a thread lock product
such as Loctite® when assembling parts on your bike.

Preparation
1. Remember to test fit all components before painting.
2. Be sure that you are either using a Corbin fender or

that the Chin Spoiler is compatible with your stock
front fender.

3. Remove your factory crash bar mounted "Lowers". 

Installation
1.  Starting with the left side, remove the hex head bolt
on the bottom crash guard, using a T45 torx wrench.
Then place the “L-Shaped” left mounting bracket
(A01118) between the crash guard and the frame, 
making sure the bracket is facing downwards and the
threaded nut is facing to the inside (Figures 1 & 2).
Secure with the stock bolt and use Loctite®.  Tighten to
16 ft. lbs.

2.  Repeat on the right side, using the “Straight“ right
mounting bracket (A01117).  Figure 3.   Snug bolts into
place, but do not tighten them at this time.

3.  Install the top mounting bracket (A01119) onto the
hole on the frame, which is below the center of the crash
guard and secure with the provided hex head bolt, lock
washer and flat washer (Figure 4).  Use Loctite® and
tighten to 16 ft. lbs. FIG 2

FIG 1



Questions? Give us a holler...

800-223-4332
tech@corbin.com

4.  Next, place the provided spacer inside each rubber
grommet on the chin spoiler (Figure 5), turn the wheel to
the left and carefully slide the chin spoiler into position
onto the Corbin brackets, from the right side.

NOTE: Before installing the chin spoiler, put a towel
over the fender to protect it from scratches.

NOTE: If you see that the chin spoiler is going to rub on
the bike, put some tape on the bike where it’s going to
rub and on the chin spoiler, to help ease it into position
and to prevent scratches.

5.  Secure the chin spoiler in the top mounting location,
using the supplied 1/4” x 20 x 1” Allen bolt and flat 
washer (Figure 6).  Use Loctite®, but do not tighten yet.

6.  Secure the left side with the provided 1/4” x 20 x 1”
Allen bolt and flat washer.  Use Loctite® and tighten to 8
ft. lbs.

7.  On the right side, adjust the mounting bracket to align
with the holes on the chin spoiler, then secure it with the
provided 1/4” x 20 x 1” Allen bolt and flat washer 
(Figure 6).  Use Loctite® and tighten to 8 ft. lbs.

8.  Next, go back and tighten the right mounting bracket
to 16 ft. lbs. and the top mounting bracket to 8 ft. lbs.
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